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Emissions of Arsenic in Sweden and
Their Reduction
by Lars Lindau*
The role of arsenic in Sweden is generaily described, including raw materials, exports/imports, prod-
ucts, consumption, etc. An attempt was also made to es-'nate the transport of arsenic in Sweden. The
quantities ofarsenic in raw materials, the emissions ofarsenic from such processes as copper smelters and
chemical industries, and the amounts of products containing arsenic were calculated. The studies show
that a copper smelter is the main user ofarsenical materials, the very largest emitting source and also the
plant which manufactures most arsenic products.
A summary of measurements of arsenic in air, water and soil in Sweden has also been made. The
concentrations near a smelter, in the Baltic, in cities and in "clean-air areas" are given.
The efforts made to date to reduce the emissions ofarsenic and the measures planned for the next few
years are described. A reduction has already been achieved and a further rather large decrease will come,
especially in arsenic levels in water. The possibilities of minimizing the use of materials and products
containing arsenic is also discussed.
Introduction
Recent findings indicate that lung cancer mortal-
ity might be increased in communities surrounding
industrial sources of arsenic. Arsenic can be
methylized and it aan also be enriched in certain
plants. In the brackish water of the Baltic, a metal
like arsenic, with cumulative poison characteristics
and biological availability, is of special interest.
These findings have resulted in further research
projects on effects of arsenic and also in studies of
sources and measures to minimize the quantities of
arsenic emissions, and products. This report sum-
marizes the data currently available in Sweden of
the occurrence of arsenic and the emissions to air,
water, soil. Measures for reducing the quan-
tities of arsenic are also considered.
Occurrence of Arsenic
Arsenic and its various compounds occur in na-
ture primarily in inorganic forms and are mainly
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found in Sweden in ores of copper but also in such
other minerals as pyrite. They are, however, widely
distributed in small amounts in soil, sea water, and
ambient air. They are also found in different types
of products used by man, e.g., food, metal alloys,
glass, wood preservatives, fertilizers, and chemi-
cals. The amount of a metal in waste often gives an
indication of the flow in society. However, the
levels in dust from waste incinerators and in sludge
from sewage treatment plants are low, 0.03 g/kg and
7 gg/g, respectively.
The background concentrations are found to be
0.5 ,g/g in moss and 5-15 mg/kg in soil. In the Bal-
tic (a brackish water) the concentration is 0-2 ag/l.
In sea water along the west coast ofthe country the
levels are 1-3 ,gIl. The figures are low, in food
also; in drinking water, 0.08-3 ,ug/l, in vegetables
and grain, 0.1 ,g/g, and in cod 0.5-3.4 ,ug/g. Only in
crustaceans are there high levels (40-174 Aglg).
The investigations in Sweden of arsenic in the
environment have been focused on the surround-
ings ofa copper smelter using concentrates contain-
ing arsenic. The measurements around the smelter
show much higher figures. Of importance is also
that the plant includes a unit for production ofarse-
nic products. In fact, the emissions to the Baltic
show an influence over very long distances. On the
terrestrial side the concentration in moss is 40-60
Ag/g at a distance of 2-3 km from the plant, sus-
August 1977 25pended dust shows < 1 ug/m3 at a distance of 1-2
km. Falling dust shows a maximum of 25 g and an
average of about 3 g per 100 m2 in 30 days; the
maximum levels in soil are 30 mg/kg, in barley, 0.06
,ug/g near the plant and 0.01 ,g/g at a distance of40
km; and in field mice and foxes caught near the plant
20-200 Ag/g. If we study the aquatic neighborhood
we also find high levels. The maximum concentra-
tion is 500 ,ug/1, but at a distance of30 km it is down
to 5 ,tg/1. In water organisms levels are calculated
to be increased at a distance of400 km and in sedi-
ments at a distance of 1000 km.
Flow of Arsenic in the Society
An attempt has been made to calculate the flow
ofarsenic in Sweden; results are shown in Figure 1.
Unfortunately, all values are not known, and many
cannot be published due to industrial security. This
is especially true for supply. The main sources are
copper and lead ores and pyrites, other sources
being small by comparison. On the outlet and de-
posit side the export ofproducts containing arsenic
are most important, but the emission to water and
later on to sediments is also large. The arsenic con-
tent in food is low, and that flow is very small com-
pared with most others. More details, especially
about emissions from industrial sources are given in
the following.
Sources of Arsenic and
Control Technology
The most important source of arsenic appearing
in the environment is a copper smelter with an arse-
nic production plant. It is the largest emission
source to air, soil, and water and it also covers al-
most all of the production of arsenic products. Ta-
bles I and 2 give information about the quantities of
different products and solid wastes containing arse-
nic and also the emissions to air and water of arse-
nic from different sources.
Sources
Arsenic oxide stock
Copper and lead ores
Pyrite
Other minerals
Oil, coal and coke
Import of products
Import via air and
water
I
I
I
I
I
I
I-
I
I
I
I
I
Deposits or export
Soil
Export via air and
water
Sediment
Export 10,300
Soil and sediment
Soil
Export via air
and water
Sediment
Soil
Sediment AF
FIGURE 1. Flow of arsenic in Sweden (in tons/yr).
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26Table 1. Products and waste containing arsenic used or deposited
in Sweden.
Products
Wood preservatives 300
Arsenic metal IOoa
Arsenic oxide 25a
Steel 20a
Fertilizers 5
Chemicals I
Wastes
From arsenic work 480
From copper and lead smelter 90
From sulfuric acid production 50
From sulfite cellulose plant with pyrite as a
sulfur raw material loa
From glass manufacture loa
From waste incineration 2
From burning of coal 1
From used wood containing arsenic looa
From other wastes ?
aEstimate.
Table 2. Emissions of arsenic in Sweden.
As, tons/yr
To water
Arsenic work I lOOa
Copper and lead smelter 15Ob
Sulfuric acid plants 4
Sulfite cellulose plants
with pyrite as a sulfur raw material <1
Fertilizer plant <1
To air
Copper- and lead smelter 25
Arsenic work 15
Sintering plants with roasted pyrites as raw materials <1
Sulfite cellulose plants with pyrites as sulfur
raw materials <1
Burning of coal 1
Burning of fuel oil <1
Mines <1
Glass manufacture 0.1
aln 1977 70 tons/yr.
bIn 1978 35 tons/yr.
Products
Arsenic products manufactured in Sweden come
from arsenic trioxide, which is obtained as a by-
product of the smelting of sulfide ores. The main
products are metallic arsenic, arsenic trioxide, ar-
senic acid, and arsenic wood preservatives. Prod-
ucts with smaller amounts ofarsenic are fertilizers,
aluminum sulfate, and calcium phosphates. The
total amount of arsenic in products produced in
Sweden is about 11,000 tons/yr, and 95% of this is
exported. The figures can be compared with the
U.S. consumption of arsenic trioxide which was
32,000 tons in 1974 (1) and the world production
which is about 50,000 tons/yr (2).
The effect on the environment of the use of arse-
nic products in Sweden is very difficult to evaluate.
As stated above, the main use is in wood preserva-
tives. In a new suburb of Stockholm the houses
contain a large amount of wood with an arsenic
wood preservative. What will happen to this wood
when the houses are pulled down in about 50 or 100
years? Most likely, some part of it will be reused
(which is the best way from an environmental point
ofview), another part will be put in alandfill and the
rest will be incinerated. From the landfill the arse-
nic can get out in the waterand from the incinerator
some of it will get out in the air and then it will be
deposited over a large area. The views of the au-
thorities in Sweden are that in the long run the con-
tent of arsenic in products should be decreased as
far as possible, that products like arsenic wood pre-
servatives should be replaced with substances free
from arsenic and without other serious effects to the
environment, and that materials containing arsenic
should be reused as far as possible. The reason for
this attitude lies in the effects ofarsenic on man and
nature.
Copper and Lead Production
Swedish cooper ores are complex and contain
various metals, mainly copper, lead, zinc, and arse-
nic. There is one smelter which treats these ores, at
a capacity of 60,000 tons copper and 50,000 tons
lead per year. The most important parts of the
smelter are multihearth roasters, an electric smelt-
ing oven, converters, lead ovens, a fuming furnace,
a copper refining plant, sulfuric acid and sulfur
dioxide plants. The emissions, deposits, and
amounts ofproducts ofarsenic are shown in Figure
2; as can be seen, the emission to water is high. The
levels have been reduced in recent years; the annual
emissions to air were 300-1000 tons 25 years ago
and to water 2400 tons 10 years ago. Compared with
the emission levels in the U.S. (1), the actual figures
(25 tons to air and 150 tons to water per year) are a
bit lower on the air side but higher on the water
side.
An important measure taken in recent years is the
installation on the multihearth roasters ofnew elec-
trostatic precipitators with a cooling tower be-
tween. In the first step, metals are precipitated and
in the second step arsenic is condensed and col-
lected. These installations did reduce the arsenic
emission to 25 tons/yr to the water. The investment
was profitable in that the result was cleaner copper
dust, and increased sulfur dioxide concentration in
the gas, and a larger amount of arsenic retained.
In the next two years an entirely new system is
planned for taking care ofgases from the metal pro-
ducing ovens, namely, a central gas scrubber
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equipped with a wastewater cleaning unit. The lat-
ter includes floculation, precipitation (with caustic
and sodium sulfide) and filtration. Wastewaters
from the sulfuric acid plant, various wet electrosta-
tic precipitators, wet scrubbers, rinse water, and
storm water will also be connected. The reason for
the investment (20 million dollars) is recovery ofnot
only arsenic but perhaps more important also other
metals and increased recovery of sulfur. The con-
tent of arsenic in the effluent will be 10-20 mg
arsenic/I., and emissions will be reduced from 10 to
5 tons/yr to the air and from 125 to 10 tons/yr to the
water.
Some other measures are also planned for reduc-
ing emissions of arsenic and other metals, e.g., a
ventilation system with bag-house for the fugitive
dust escaping from the copper converters. Other
fugitive emissions willalso be or are taken care ofby
measures like closed transport systems and indoor
storage. Inthefuture it maybepossible toreducethe
emissions to both water and air to very low levels.
Manufacture of Arsenic Products
The arsenic trioxide from the smelter is pro-
cessed to arsenic chemicals at a plant nearby. Fig-
ure 3 gives the emission and some production data.
Refining of arsenic oxide involves its dissolution
and crystallization at different temperatures, that of
arsenic metal, reduction; and that of the wood pre-
servatives, oxidizing and transformation to a cop-
per salt. Emissions from the arsenic refining plant
to the water have been reduced from 960 to about 70
tons/yr, with a precipitation plant with lime added
for the washing water and excess oflye. The invest-
ment was 0.9 million dollars. The emissionsfrom the
arsenic metal production will be reduced to almost
zero by building an entirely nrew plant in which the
possibilities to reduce emissions are much better.
Use of Pyrite
There is arsenic in Swedish pyrite, which is used
as a raw material for sulfur in production ofsulfuric
acid and in sulfite cellulose plants. However, the
emissions to air and water are small, less than 1
ton/yr to air and about 5 tons/yr to water. The main
part ofthe arsenic in pyrite goes to the sulfuric acid
production, where most-ofit is processed to a prod-
uct which is reused for manufacturing arsenic chem-
icals. What is needed is to roast the pyrite to an iron
oxide, which does not bind the arsenic and to have
gas cleaning equipment to prevent the arsenic from
reaching the sulfuric acid. However, in one plant
the roasting is done in such a way that the arsenic
remains in the roasted pyrite. What happens then to
the arsenic in further sintering and steel plants we
do not know, but most of it will probably be found
in the steel.
Other Sources
From Tables 1 and 2 it is seen that there are some
other sources of arsenic emissions, but they are
very small. If coal, in the future, is used in Sweden
for power production in a larger scale than at pres-
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FIGURE 3. Emissions of arsenic from an arsenic chemical plant (in tons/yr).
ent, it might be another source of interest. We
think, however, that precipitators for dust and
scrubbers for sulfur dioxide will minimize the emis-
sions.
Implication and Current Activities
Although arsenic is not a widespread pollution
problem in Sweden, there are certain areas of con-
cern, especially just around a smelter and in the
Baltic, which is very sensitive to changes of en-
vironmental factors. An interesting project in prep-
aration is the measurement and calculation of the
transport of different metals, e.g., arsenic around
the smelter. Transport from chimneys, wastewater
pipes, and other sources to air and water and
further transport to soil and sediments will be inves-
tigated. The results will be used to estimate the ef-
fects on the environment and where further re-
search and investigation activities are needed.
The present activities and some further pos-
sibilities to reduce the release ofarsenic to the envi-
ronment have been presented. In the long run it will
be possible to reduce the quantities to almost zero.
Future research on the effects on the environment
will show us whether this will be necessary.
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